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LIGATURE RESISTANT
FIXTURES

Item:_________

► DESCRIPTION

This wall hung Lavatory Fixture is designed for areas without an 
accessible pipe chase. The fixture is fabricated using heavy gauge 
type 304 stainless steel, welded to form a vandal resistant unit. 
The bottom panel is removable and is secured in place with 
stainless steel vandal resistant screws. Valves are normally installed 
inside the fixture body and the bubbler spout is plumbed from the 
back splash into the fixture cavity. 

► PERFORMANCE STANDARDS

This fixture meets or exceeds ASME A112.19.3 / CSA B45.4 
standards for “Stainless Steel Plumbing Fixtures”. 

 STANDARD FEATURES
•	 Wall mounted fixture, wall outlet waste.
•	 Lavatory basin-

•	 Rectangular lavatory basin
•	 Multi-hole fast drain.
•	 11/2” (38mm) OD slip joint P-trap.

•  4” (102mm) high back splash.
•  Hemispherical filler/bubbler.
•  Hemispherical push buttons.
•  Dual temperature pushbutton pneumatic metering valve.
•  Sloped Splash for Ligature Resistant Construction.
•  Extended Trap Cover. 

► INSTALLATION

The installer must rough in piping to locations shown on drawings 
provided by Metcraft. Wall anchors must be embedded in the wall 
at locations shown on the drawings. A hanger bracket is provided 
for supporting fixture at top of back splash. Bolts provided with 
fixture 1/2” (13mm) dia. secure the fixture to the embedded wall 
anchors. Plumbing connections are made through the bottom of 
the fixture with the access panel removed. Fixture meets A.D.A. 
requirements when installed per A.D.A. guidelines.

Unit may be pictured with some optional features.

LAVATORY FIXTURE - 5680 LR

Listed by

q 5680LR	 Ligature Resistant Lavatory

WARNING: Cancer and Reproductive Harm 
- www.P65Warnings.ca.gov.
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LIGATURE RESISTANT
FIXTURES

OPTIONS/ACCESSORIES 

q A168	 Metal Template for Rough-ins.

q HT		  Towel Hook.

q OF	 	 Overflow Vent.

q PCC		 Powder Coat - Anti-microbial White.

PNEUMATIC VALVE ASSEMBLIES (0.5 GPM Flow Valves)

q A311	 Single Temperature, Single Fixture Valve. 

q A312	 Dual Temperature, Single Fixture Valve.

Note: To mount lavatory in accordance with “ADA” require-
ments the rim height must be mounted at 34” (864mm) above 
finished floor. 

SPOUTS 

q B1H		 Suicide Resistant filler/bubbler.  

q B3H		 Suicide Resistant filler.

HAND BASINS 

q RB		  Rectangular Basin (Standard)

LAVATORY WASTE
q EPE		 Elbow Waste Plain End 4” past back of fixture. 

q PPE		 P-Trap Plain End.

q SJP		 Slip Joint P-Trap. (Standard)

APPROVED FOR 

MANUFACTURING

Company:________________________Name:_______________________

Signature:_______________________________Date:________________

Due to continuous product improvement Metcraft reserves the right to 
make changes in design and specifications without prior notice. All 
dimensions should be verified with the factory for current information. 
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