Willoughby Industries - Security Products
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Recessed Soap Dish

RSD1 recessed soap dish shall be 16 GA, Type 304 stainless
steel. Unit is one piece construction, tamper-resistant with all
exposed surfaces polished to a #3 satin finish. Wide radius
corners assure cleanliness.

RSD2
Front Mounted
Recessed Soap Dish
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e

RSD1 SHOWN

RSD2 recessed soap dish shall be 16 GA, Type 304 stainless
steel. Unit is one piece construction, tamper-resistant with all
exposed surfaces polished to a #3 satin finish. Wide radius
corners assure cleanliness. Mounting shall be from the front.

Stainless steel security screws provided, wall anchors by
others.

7" x 5" x 2-1/2" DEEP
S/S SOAP DISH

(2) 1/4"-20 WELD STUDS 7" x 5" x 2-1/2" DEEP

S/S SOAP DISH
(2) 1/4"-20 NUTS

(2) 1/4"-20 ALL THREAD ROD

(2) 5/16" HOLES

VERIFY ALL THREAD ROD LENGTH
ACCORDING TO WALL THICKNESS

(4) 5/16" MOUNTING HOLES
SECURITY SCREWS PROVIDED
(WALL ANCHORS BY OTHERS)

(2) 1/4"-20
SIS HEX NUTS

REQUIRES 6" x 4"
WALL CUT-OUT
TO INSTALL

REQUIRES 5-3/4" x 3-3/4"
WALL CUT-OUT
TO INSTALL

ij WARNING: Cancer and Reproductive Harm
- www.P65Warnings.ca.gov
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