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BEVELED SAFETY LATCH

ADDITIONAL LIGATURE PROTECTION

Beveled Safety Latches were developed to further
diminish ligature risks in behavioral healthcare
settings. In some cases, the latch bolt itself has been
used to anchor bed sheets (or similar) between the
door and frame while the door is closed. An upward,
downward or horizontal force from inside the room
will cause the latch to retract and release a ligature
attempt making it a safe option for high-risk areas.

Can be specified with all Accurate’s 9100 Grade 1
Mortise Locks

Latch bevel on top and bottom diminishes ligature
points

Whenever the Beveled Latch is specified, locks are
modified not to have an anti-pick bolt. Please specify
with caution, evaluating every opening for what is
most important: safety or security.

Beveled Latch is not recommended for applications
where security is a concern like storage rooms,
electric closets, asylum rooms or wherever doors
swing out
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SAFETY PUSH PULL WITH
BEVELED SAFETY LATCH

EXAMPLE OF BEVELED SAFETY LATCH IN A HEALTHCARE SETTING
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9124BL
DORMITORY

Latch bolt by lever either side.

Dead bolt by key outside.

A turn of inside lever retracts latch and dead
bolt simultaneously, automatically unlocking

outside lever.

Latch beveled top and bottom helps retract
latch when force applied on top or bottom.
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9125BL
NON-LOCKING APPLICATIONS

Latch bolt by handle either side.
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PATIENT BATHROOMS

Latch bolt by handle either side unless
outside handle is locked by thumb turn.

Thumb turn locks or unlocks outside handle.
Key locks or unlocks outside handle.

Key retracts latch as an independent function
of thumb turn to allow retraction if thumb
turn is forcibly held in locked position.

Auxiliary latch deadlocks latch bolt.

Outside handle unlocks when inside handle is
turned or door closes.
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HOW TO SPECIFY
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FINISHES

Standard Finish US26D/US32D.

Please contact us regarding availability of other finishes.
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CYLINDERS & KEYING

CH Mortise Sets accept any standard American
mortise cylinder. For details on required cams
and compatibility with other manufacturers’

cylinders, please visit:
Accurate Support



http://docs.wixstatic.com/ugd/bd99fc_55e9cc31762a4285b5647a9c39405407.pdf
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